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L4.01

HARDSCAPE

DETAILS

TRAVERTINE/ BLUESTONE PAVING

A
1" - 1'-0"

BLUESTONE STEPPING STONE PATH

C
1"=1'-0"

3' X 2' X 2" THICK CLEAR THERMAL BLUESTONE;

SEE PLAN FOR APPROXIMATE LOCATION AND

CONFIGURATION. LANDSCAPE ARCHITECT TO

APPROVE LAYOUT

JOINT SIZE 6", SEE PLAN FOR LAYOUT

AMENDED PLANTING SOIL

2"  STONEDUST SETTING BED AT 98%

COMPACTION

UNDISTURBED COMPACTED SUBGRADE

SECTION

PLAN

PLANTING BETWEEN STONES

COMPACTED SUBGRADE TO 95%

COMPACT STONEDUST

2" TH. TRAVERTINE OR BLUESTONE

PAVING, SEE MATERIALS PLAN FOR

TYPE

2
"
2

"

CR6 STONE AGGREGATE BASE,

COMPACTED TO 95%

6
"

ON GRADE

1

4

" HAND TIGHT SAND SWEPT JOINT

BLUESTONE RAISED EDGING

B
1-1/2"=1'-0"

PLANTING BED

AMENDED PLANTING SOIL

2" X 6" X 24" BLUESTONE EDGING

- HAND TIGHT JOINTS - NO

MORTAR BETWEEN STONES

CONCRETE SLUMP FOOTING

2
"

6"

COMPACTED SUBGRADE

FINISH GRADE

4
"

2"

RAISED EDGING PRODUCT INFORMATION

MATERIALS: BLUESTONE

SIZE: 2" X 6" X 24"

HAND TIGHT SAND

SWEPT JOINT

2
"

A

L4.01

TRAVERTINE/ BLUESTONE 

PAVING

STONE STAIR

D
1"=1'-0"

6
"

2"

6
"

6
"

2
'
-
6

"

T
O

 
F

R
O

S
T

EXPANSION JOINT

DOOR, SEE ARCHITECT

DRAWINGS

INTERIOR FLOOR

PAVING, SEE

ARCHITECT'S DRAWINGS

2"

CONCRETE FOOTING

COMPACTED SUBGRADE

TO 95% UNDER ENTIRE

STAIR, FOOTINGS, AND

SLAB

#4 @ 12" O.C. EACH WAY

(TYP.)

A

L4.01

TRAVERTINE PAVING

BLUESTONE RISER; 

3

8

" MORTAR

JOINTS; MORTAR COLOR SHALL

MATCH STONE

2" THICK TRAVERTINE WITH THERMAL

FINISH AT EXPOSED FACES AND

EDGES. SET TREAD STONE IN 

5

8

"

MORTAR SETTING BED

2'-0"

1'-5"

EQ EQ

C

L

1%

2" 2"

BLUESTONE RISER; 

3

8

"

MORTAR JOINTS; MORTAR

COLOR SHALL MATCH STONE

TREAD LIGHT ENLARGEMENT

1" = 3'-0"

2" TH. TRAVERSTINE

TREAD

STONE SUPPLIER TO PROVIDE NOTCH

IN UNDERSIDE OF TREAD TO ACCEPT

STRIP LIGHTING, EPOXY INTO NOTCH

BLUESTONE RISER

2"

OVERHANG

1

2

"

5

8

"

3

4

"

STRIP LIGHT

POOL 

F
1"=1'-0"

10'-0"

3
'
-
1
0

5

8

"

2'-0"2'-0"

3
'
-
3
"

W
A

T
E

R
 
L
E

V
E

L

2'-0"

3

1

2

"3

1

2

"

FINISH GRADE

5

4

" X 6 NOMINAL IPE DECK BOARDS

ATTACH WITH STAINLESS STEEL

SCREWS AT POSTS

EXTEND 6x6 PT POST TO SUPPORT

BLUESTONE COPING

2
"

1
'
-
8

5

8

"

2
'
-
0
"

COMPACT AGGREGATE BASE

WITH TENSION STRAPS,

COORDINATE WITH STRUCTURAL

ENGINEER

3

16

" MORTAR BED ON TOP OF POOL

EQUIPMENT STRUCTURAL SUPPORT

2" X 24" X 36" IPE COPING

SHIM TO SUPPORT BLUESTONE

COPING

SILICONE SEALANT

WATER RESISTANT WOOD BLOCKING

TO SUPPORT COPING, FASTEN TO

TOP OF FLANGE

FLANGE, SEE POOL CONTRACTOR

DRAWINGS

1'-4"

2
"

1
'
-
8

5

8

"

2
'
-
0
"

5

4

" X 6 NOMINAL IPE DECK BOARDS

ATTACH WITH STAINLESS STEEL

SCREWS AT POSTS

(2) 2x4 PT BEAM/RIM JOISTS

ATTACHED BETWEEN POSTS TO

SUPPORT COPING

GALVANIZED JOIST HANGER

2"

OVERHANG

2"

2" X 16" X 36" IPE COPING

SEE POOL CONTRACTOR'S

DRAWINGS FOR POOL FEATURE,

EQUIPMENT, PANEL DETAILS

D

L4.02

D

L4.02

WOOD DECK AND FOOTING

WOOD DECK AND FOOTING

DECIDUOUS TREE PLANTING IN FREESTANDING PLANTER ON GRADE - BOTTOMLESS

E
3/4" = 1'-0"

S

L

O

P

E

1" COMPOSTED SHREDDED PINE BARK MULCH

REMOVE ANY MULCH IN CONTACT WITH THE

CROWN OF THE TREE, HOLD 1" MAX. FROM

ADJACENT FINISH GRADE ELEVATION

PLACE 

1

8

 OF ROOT BALL ABOVE TOP OF

PLANTER

REMOVE DEBRIS & EXCESS SOIL FROM TOP

OF ROOT BALL THAT MAY HAVE

ACCUMULATED WHEN BURLAPPED.  TURN

BACK TOP 

1

3

 OF BURLAP AWAY FROM TOP OF

ROOT BALL & CUT ROPE FROM TOP OF BALL.

FOR TREE WITH WIRE BASKET AROUND

ROOT BALL, CUT WIRE BASKET IN FOUR

PLACES & FOLD DOWN 12" INTO PLANTING

HOLE

COMPACT SOIL BELOW ROOT BALL TO

INHIBIT SETTLING

NON WOVEN FILTER FABRIC CONTINUOUS

BETWEEN SOIL, WRAP FILTER FABRIC UP SIDES OF

PLANTER . HOLD 1" BELOW MULCH LAYER

ADJACENT CONDITION VARIES, SEE MATERIALS PLAN

PLANTER WALL, SEE LANDSCAPE MATERIALS PLANS

PREPARED PLANTING SOIL AS SPECIFIED

P
L
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L4.02

WOOD

ASSEMBLY

DETAILS

HANDRAIL

A
1/2" - 1'-0"

WOOD DECK AND STEPS

B
1/2" - 1'-0"

WOOD DECK AND FOOTING

D
1/2" = 1'-0"

BOLT POST TO DECK

POST

B

L4.02

WOOD DECK

AND STEPS

C

L4.01

BLUESTONE STEPPING

STONE PATH

9" X 9" X 9" CONCRETE

FOOTING

3
'
-
0
"

3
'
-
0
"

3

4

" X 2 

1

4

" STEEL

TOP RAIL

1 

1

4

" X 2 

1

4

" STEEL

POST

NOTE:

ALL STEEL TO HAVE:

-(2) POWDER COAT PRIMER COATS.

-(1) POWDER COAT SATIN BLACK COAT.

-(1) HAND BRUSHED COAT SATIN BLACK

c

L 11"

c

L
7

1

2

"

1'-2

1

2

"

TYP.

6

3

4

"

T
Y

P
.

1X6" IPE RISER/FASCIA BOARD

GALVINIZED STRINGER

CONNECTOR

(2) 1X8 IPE TREADS, 1" OVERHANG

STRINGER ATTACHED TO FOOTING

WITH GALVINIZED ANGLE - LOCATE ON

INSIDE OF EXTERIOR STRINGERS, TYP.

CONTINUOUS FOOTING

2X12 PT. STRINGER ATTACHED TO

LEDGER BEAM WITH S.S. ANGLE ON

INSIDE FACE OF OUTSIDE

STRINGERS; GALVINIZED HANGER

ON INTERIOR STRINGERS

(2) 2X10 PT. RIM JOISTS ATTACHED

TO 6X6 WOOD POST WITH (2)

GALVINIZED BOLTS

2
'
-
6
"

T
O

 
F

R
O

S
T

1'-2" MIN.

6
"

1'-6"

(2) 2X6 PT LEDGER BEAM

ATTACHED TO 6X6 WOOD POST

WITH (2) GALVINIZED BOLTS

6
"

1
'
-
0
"

C

L4.01

BLUESTONE STEPPING

STONE PATH

1x6 IPE TRIM BOARD, 1" OVERHANG

DECK FOOTING/EDGE FRAMING CONDITION

C
1/2" = 1'-0"

2
'
-
6
"

T
O

 
F

R
O

S
T

12" MIN.

6
"

6x6 PT POST EMBEDDED TO CONCRETE

FOOTING

4x6 IPE TRIM BOARD, 1" OVERHANG

GALVANIZED HURRICANE TIES

2x10 PT WOOD JOIST AT 16" O.C.

2" WASHED GRAVEL

CAST IN PLACE CONCRETE FOOTING

COMPACTED BASE - CR6 AGGREGATE -

COMPACT TO 95% DENSITY

GRADE

FILTER FABRIC

SLOPE FOOTING TOP TO DRAIN

(2) 2x10 PT RIM JOISTS CONNECTED TO POST

WITH 2 GALVANIZED BOLTS

5

4

"x4" IPE DECKING

2x4 IPE FRAMING, STAPLE MESH SCREEN

BETWEEN POSTS AND FRAMIING

2x10 PT BEAMS

DOUBLE 2X10 BEAMS

SINGLE 2X10 JOIST

C.I.P. CONCRETE PIER, SEE

FRAMING PLAN FOR LOCATION

L

C

5

4

" X 4" IPE DECKING, 

1

16

"

SPACING

DECK NOTES:

1. ALL DECKING SHALL BE  1 X 4, CLEAR GRAIN IPE.

2. PRE-DRILL ALL HOLES.

3. ARRANGE FASTENERS IN STRAIGHT ROWS

PARALLEL WITH EDGES OF MEMBERS, WITH

FASTENERS EVENLY SPACED, AND WITH

ADJACENT ROWS STAGGERED. SEE ELEVATION

FOR LAYOUT.

4. DECK SHALL BE INSTALLED ON 12" CYLINDRICAL

FOOTINGS AND PRESSURE TREATED FRAMING.

5. SURFACE MOUNT BOARDS TO JOISTS.

6. ALL FASTENER SHOULD BE IN BRASS FINISH

6x6 PT POST EMBEDDED TO CONCRETE FOOTING

5

4

" X 4 NOMINAL IPE DECKING LAID

PERPENDICULAR TO FRAMING.  ATTACH

WITH STAINLESS STEEL SCREWS AT

SURFACE - STAGGER BUTT JOINTS.

2x10 PT WOOD JOIST AT 16" O.C. CONNECTED

TO BEAM WITH 2 HURRICANE TIES

2" WASHED GRAVEL BELOW DECK

CAST IN PLACE CONCRETE FOOTING

COMPACTED BASE - CR6 AGGREGATE -

COMPACT TO 95% DENSITY

2
'
-
6
"

T
O

 
F

R
O

S
T

FINISH GRADE

12" MIN.

FILTER FABRIC BELOW WASHED GRAVEL

SLOPE FOOTING TOP TO DRAIN

(2) 2x10 PT BEAMS CONNECTED TO POST

WITH 3 GALVANIZED BOLTS

6
"

2
'
-
0
"

L

C

1
6
"
 
O

.
C

.

 
T

Y
P

.

(2) GALVANIZED HURRICANE TIES

WOOD FENCE

E
3/4"=1'-0"

NOTES:

1. ALL FRAME AND PANEL WOOD SHALL BE TOP GRADE CEDAR, SMOOTH

SAWN SANDED & KNOT FREE.

2. ALL POSTS SHALL BE NO.1 PRIME PRESSURE TREATED PINE.

3. WOOD SIZES GIVEN ARE NOMINAL UNLESS OTHERWISE NOTED.

4. ALL FASTENERS SHALL BE GALVANIZED OR STAINLESS STEEL.

5. TOP RAILS SHALL BE LEVEL.

6. SLOPE BOTTOM FRAME & FENCE BOARDS WITH GRADE.

7. ALL WOOD TO BE STAINED.

2" MAX.

L

C

1" x 4" HORIZONTAL

FRAME BOARD

FINISHED

GRADE

2" x 4" TOP RAIL

1" x 4" BOARD ON

BOARD PANEL

1" x 4" HORIZONTAL

FRAME BOARD

6" x 6" POST

2" MAX.

1" x 4" HORIZONTAL

FRAME BOARD

NEIGHBOR'S SIDE

CLIENT'S

SIDE

2" x 4" STRINGER

2
'
-
6

"

T
O

 
F

R
O

S
T

POURED IN PLACE

CONCRETE FOOTING

FENCE POST

COMPACTED

SUBGRADE

1' MIN.

SEE MATERIALS PLAN FOR  POST LOCATIONS

L

C

5
'
-
1

0
"

1
'
-
0

"
3

'
-
6

"

1"

2" x 4" STRINGER

2" x 4" STRINGER

1

1 2

"

3

1 2

"
3

1 2

"
3

1 2

"

5
'
-
8

"

COPPER POST CAP,

NAILED TO CAP

6
"

WOOD GATE

F
3/4"=1'-0"

POURED IN PLACE

CONCRETE FOOTING

COMPACTED

SUBGRADE

2" MAX.

1"

SEE MATERIALS PLAN FOR  POST

LOCATIONS

L  POST

C

L    POST

C

BRACING ON BACK OF

GATE WHERE NEEDED

SELF-LATCHING

GATE

SLOPE AS NEEDED

WITH GRADE

3'-6"

6"X6"

PRESSURE

TREATED

POST

MAINTAIN

LEVEL TOP

SELF-CLOSING

HINGES THUMB LATCH

NOTES:

1. ALL FRAME AND PANEL WOOD SHALL BE TOP GRADE CEDAR,

SMOOTH SAWN & KNOT FREE.

2. ALL POSTS SHALL BE NO.1 PRIME PRESSURE TREATED

PINE.WOOD SIZES GIVEN ARE NOMINAL UNLESS OTHERWISE

NOTED.

3. WOOD SIZES GIVEN ARE NOMINAL UNLESS OTHERWISE NOTED.

4. ALL FASTENERS SHALL BE GALVANIZED OR STAINLESS STEEL.

5. TOP RAILS SHALL BE LEVEL.

6. SLOPE BOTTOM FRAME & FENCE BOARDS WITH GRADE.

7. ALL HARDWARE SHALL BE STEEL, EXTERIOR GRADE, WITH

MATTE BLACK FINISH.  VERIFY ALL HARDWARE WITH

LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

8. ALL WOOD TO BE STAINED.

6" x 6" PRESSURE

TREATED POST AT

GATE

FACE OF BUILDING

SEE MATERIALS PLAN FOR  POST

LOCATIONS

3
'
-
6

"

FACE OF BUILDING

LOCK

2
'
-
6

"

T
O

 
F

R
O

S
T

1' MIN.

6
"

PRODUCT:

LATCH:

MANUFACTURE: REJUVENATION

PRODUCT: MATTE BLACK

BRONZE GATE LATCH

FINISH: MATTE BLACK BRONZE

ITEM: #C102005

WWW.REJUVENATION.COM

LOCK:

MANUFACTURE: LOCKEY USA

PRODUCT: SLIM LINE

ELECTRONIC AND MECHANICAL

KEYLESS DEADBOLT LOCK

FINISH: OIL RUBBED BRONZE

ITEM # SL910-BR

WWW.LOCKEYUSA.COM

1
'
-
4

"

xchen
Snapshot

xchen
Text Box
SQUARE: 1211, LOT: 0019
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